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WE CREATE SOLUTIONS

= In the new headquarters Mowex designs and manufactures high quality
components for the food, beverage, packaging, automotive and automation
industries.

Movex meets your needs for standard and custom products in a dynamic
and responsive way ensuring the best performance product with an attractive
market price.

The rich experience that Mowvex has acquired over the years shows
that care and innovation of products are essential to guarantee costant
quality.

Thanks to the investments as well as developing strategic departments
Movex has created new space where research and innovation become
concrete tools to satisfy customers’ requirements.

Research &development meeting

WE SUPPORT YOU

| A top service level is the goal of a qualified Engineering and Sales team

with the objective of presenting Mowvex as a supplier of excellence to
all clients.
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Through a distribution/network which spans the globe, Movex offers
technical support and a careful after-sales service, always at your disposal.

Customer service Dept.

CONTACT US

Movex S.p.A.
Via Industria, 22 - 24060 Castelli Calepio (BG)
P +39 035 8359711 | F +39 035 4420873 | info@movexii.com

Movex around the world

Bl Movex GmbH Movex AG India Movex USA Inc.

—
P +49-6204-9375-0 P +91-120-4159660-62 P +1-919-274-5477
Movex Brasil Ltda EIZ= Movex UK Ltd. l;. Movex SA de CV
Z1 S
P +55-15-3141-2550 P +44-77-20678442 P +52-1-3318458187

I I Movex France Movex Nederland
P +33-0640592049 P +31-630-994850
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Movex
IS online!

Always connected.

Consult our catalog
from your favorite
device and request ————
a free quotation.
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on our latest news.

Discover more about us
and our products.
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

815

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 15 Catena rettilinea
Straight running chain / Geradegéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 150 mm
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10 feet
3.048m Vt\t
80 links 82-83-97/108 | pg. 525->528

A (Plate Width) Weight Surface Flatness Polished Max working | Plate Thickness
mm kg/m mm Hinge eyes load (N) mm

SSM Max Speed - Hardened pins

10010302 SSM 815 K325 82,5 2,55 0,2 0,08 YES
6000 i
10010303 SSM 815 K330 83,8 2,59 0,2 0,08 YES

(D Max Speed High Performance

Improved Minimum
working load possible gap

Optimum plate
& hinge flatness

Link with

improved
chamfer

Calibrated pin

: Polished hinges
Hardened pins and hinge

Movex



812/815

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 1 2 / 8 15 Catena rettilinea
Straight running chain / Geradegéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 150 mm

© %\ Q
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10 feet
3.048m ./r\t
80 links 82-83-97/108 | pg. 525->528

A (Plate Width) Weight Surface Flatness Polished Max working Plate Thickness
mm kg/m mm Hinge eyes load (N) mm

SS Ferritic Stainless Steel (1.4016)

$5812 K300 76,2 2,50 05 0,15 NO
$5812 K325 82,5 255 05 0,15 NO
$5812 K330 838 2,59 05 0,15 NO
$5 812 K350 889 2,69 05 0,15 NO
5400 31
55812 K400 101,6 3,00 05 0,15 NO
$S 812 K450 114,3 325 05 0,20 NO
5812 K600 152,4 4,15 05 0,30 NO
$5 812 K750 190,5 5,05 05 0,30 NO
SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins
SSE 815 K325 82,5 255 03 0,10 YES
SSE 815 K330 83,8 2,59 03 0,10 YES
SSE 815 K350 88,9 2,69 03 0,15 NO
SSE 815 K400 101,6 3,00 03 0,15 NO 6000 31
SSE 815 K450 1143 325 03 0,20 NO
SSE 815 K600 1524 4,15 03 0,30 NO
SSE 815 K750 190,5 5,05 03 0,30 NO
SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin
SSA 815 K325 82,5 255 05 0,15 NO
SSA 815 K330 83,8 2,59 05 0,15 NO
$SA 815 K350 88,9 2,69 05 0,15 NO
5300 31
SSA 815 K450 1143 325 05 0,20 NO
SSA 815 K600 1524 4,15 05 0,30 NO
SSA 815 K750 190,5 5,05 05 0,30 NO

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

802/805-8157

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 0 2 /8 0 5 Catena rettilinea
Straight running chain / Geradegéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 150 mm |

=
S \g_ s
N . = T Qﬁ
80.5 38.1 ©06.35

A (mm)

10 feet
3.048m ‘1\0
80 links pg. 86-98-109 [ pg. 525->528

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

SS Ferritic Stainless Steel (1.4016)

10030207 SS 802 K750 190,5 5,80 0,6 7000 31

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10030107 SSE 805 K750 190,5 5,80 0,3 9000 31

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

SSA 805 K750 190,5 5,80 0,6 8700 3,1

8 1 5 7 Catena rettilinea
Straight running chain / Geradegingige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 130 mm

-
(o]

57

A (mm)
=

10 feet :
3.048m
80 links pg. 87-97-110 | pg. 525->528

A (Plate Width) Weight Max working Plate Thikness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10050107 SSE 8157 K750 190,5 5,60 0,3 7000 31
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512

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

5 1 2 Catena rettilinea
Straight running chain / Geradegéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm |

B
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10 feet :
3.048m
120 links pg. 96-99 pg. 525->528

I N e I e =
mm kg/m load (N) mm
SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10070100 SSE512 K217 55),l 2,30 03
10070101 SSE512 K236 59,9 2,40 0,3
10070108 SSE 512 K250 63,5 2,45 03
10070109 SSE 512 K283 71,9 2,65 0,3 5000 3,1
10070102 SSE 512 K325 82,5 2,90 03
10070104 SSE512 K350 88,9 3,00 0,3
10070114 SSE 512 K400 101,6 3,30 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10070400 SSA 512 K217 (53}, il 2,30 0,3
10070401 SSA 512 K236 59,9 2,40 0,3
10070408 SSA 512 K250 63,5 2,45 0,3 4500 Sl
10070409 SSA 512 K283 71,9 2,65 0,3

10070414 SSA 512 K400 101,6 3,30 0,3

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

881 M

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 1 M Catena curvilinea
Sideflexing chain / Kurvengéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm |

10feet
_ N LA
Magnetic System g 84.55/110

A (Plate Width) Weight Surface Flatness Polished Max working | Plate Thickness
mm kg/m mm Hinge eyes load (N) mm

SSM Max Speed - Hardened pins

10080302 SSM 881 MO K325 82,5 500 2,55 0,2 0,08 YES
6000 i
10080303 SSM 881 MO K330 83,8 500 2,59 0,2 0,08 YES

(D) Max Speed High Performance

Improved Minimum " . Optimum plate
working load possible gap . EEE & hinge flatness

Link with
improved
chamfer

Calibrated pin Polished hinges
Hardened pins and hinge

Movex



881 M

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 1 M Catena curvilinea
Sideflexing chain / Kurvengéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm

A (mm)

_ T 3 A
G

A (Plate Width) Weight Surface Flatness Polished Max working | Plate Thickness
mm kg/m mm Hinge eyes load (N) mm

SS Ferritic Stainless Steel (1.4016)

SS 881 MO0 K325 82,5 500 2,55 0,5 0,15 YES
SS 881 MO K330 83,8 500 2,59 0,5 0,15 YES
SS 881 MO K450 1143 500 3,10 0,5 0,20 YES 2400 o
SS 881 MO K750 190,5 500 4,85 0,5 0,30 YES
SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins
SSE 881 MO K325 82,5 500 2,55 03 0,10 YES
SSE881 MO K330 838 500 2,59 03 0,10 YES
SSE 881 MO K450 1143 500 3,10 03 0,20 YES 0000 3
SSE 881 MO K750 190,5 500 4,85 03 0,30 YES

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

881 TAB

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 1 TA B Catena curvilinea
Sideflexing chain / Kurvengingige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm

s 3 A
Tab System

I T ) N N R
mm kg/m load (N) mm
SS Ferritic Stainless Steel (1.4016)

10100202 SS 881 TAB K325 82,5 457 3,00 0,3 5400 8l

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10100102 SSE 881 TAB K325 82,5 457 3,00 0,3
10100105 SSE 881 TAB K450 114,3 500 3,69 0,3 6000 3,1
10100107 SSE 881 TAB K750 190,5 500 5,50 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10100402 SSA 881 TAB K325 82,5 457 3,00 0,3
10100405 SSA 881 TAB K450 114,3 500 3,69 0,3 4500 3,1
10100407 SSA 881 TAB K750 190,5 500 5,50 0,3

Movex




8818B

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 1 B Catena curvilinea
Sideflexing chain / Kurvengangige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 60 mm

3
- o
= 413 gL\ \f I
e
T T |
38.1 06.35
415
43

A (mm)

i 3 A
s

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

SSE 881 K325 82,5 457 2,95 0,3

10120104 SSE 881 K350 88,9 500 3,00 0,3 6000 SH
SSE 881 K450 1143 500 3,65 0,3

10120107 SSE 881 K750 190,5 500 5,45 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10120402 SSA 881 K325 82,5 457 2,95 03
10120405 SSA 881 K450 114,3 500 3,65 0,3 4500 3,1
10120407 SSA 881 K750 190,5 500 5,45 0,3

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl



Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8811 TAB

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 1 1 TA B Catena curvilinea
Sideflexing chain / Kurvengangige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 70 mm

i N A
Tab System

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

SS Ferritic Stainless Steel (1.4016)

$58811TABK325 82,5 500 2,05 03
$5 8811 TAB K330 83,8 500 3,05 03
5400 31
S5 8811 TAB K450 1143 610 3,65 03
$5 8811 TAB K750 190,5 610 545 03
SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins
SSE8811TAB K325 82,5 500 2,05 03
SSE 8811 TAB K330 83,8 500 3,05 03
SSE 8811 TAB K350 88,9 500 3,15 03 6000 31
SSE 8811 TAB K450 1143 500 3,65 03
SSE 8811 TAB K750 190,5 500 545 03
SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin
SSA8811TAB K325 825 500 2,95 03
SSA 8811 TAB K330 83,38 500 3,05 03
4500 31
SSA 8811 TAB K450 1143 500 3,65 03
SSA 8811 TAB K750 190,5 500 545 03

Movex




8811 B

10160102
10160104
10160105
10160107

10160402
10160404
10160405
10160407

Movex

SSE 8811 K325
SSE 8811 K350
SSE 8811 K450
SSE 8811 K750

SSA 8811 K325
SSA 8811 K350
SSA 8811 K450
SSA 8811 K750

Catena curvilinea
Sideflexing chain / Kurvengangige Scharnierbandkette

82,5
88,9
114,3
190,5

3.1

8811 B

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm

41.3

41.5

43

Bevel System

500
500
500
500

2,90
3,15
3,60
5,40

s
o3
o A
\L - =
T s -

~— =2

10 feet
3.048m ﬁ Q/r\t
80 links pg. 84-85/110 pg. 168 pg. 525->528

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

0,3
03
0,3
03

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

82,5
88,9
114,3
190,5

500
500
500
500

2,90
3,15
3,60
5,40

0,3
0,3
0,3
0,3

6000 &

4500 &

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl



Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

885/ M

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 5 7 M Catena curvilinea
Sideflexing chain / Kurvengangige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm |

57
60

A (mm)

_ s 3 A
R

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10180107 SSE 8857 M K750 190,5 750 5,30 0,3 7000 8l

Movex




815 minI

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 15 M I N I Catena rettilinea
Straight running chain / Geradegéngige Schanierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 75 mm

10 feet
3.048m VI\O
80 links pg. 100 pg. 525->528

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10210117 SSE 815 K125 31,75 1,07
3000 3,1
10210118 SSE815K175 44,45 1,35

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

812 GT/815 GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

812 GT/815 GT s
Straight running chain / Geradegéngige Schanierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 120 mm |

3.1

42.5

A (mm)

10 feet
3.048m "t\'
80 links 82-83-97/108 | pg. 525->528

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SS Ferritic Stainless Steel (1.4016)

10020202 SS 812 GT K325 82,5 2,80 5400 Plate 3,1 Rubber 3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10020102 SSE 815 GT K325 82,5 2,80
Plate 3,1

10020105 SSE 815 GT K450 114,3 3,55 6000
Rubber 3

10020107 SSE 815 GTK750 190,5 Hi5h)

Movex




815 TAB GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 15 TA B GT Catena rettilinea
Straight running chain / Geradegéngige Schanierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 120 mm |

16.3

10 feet
3.048m 0’2\1
Tab System

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10200102 SSE 815 TAB GT K325 82,5 3,40 6000 Plate 3,1 Rubber 3

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

802 GT/805 GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

802 GT/805 GT sz
Straight running chain / Geradegéngige Schanierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 130 mm |

By

— N o B © § o
©6.35

ocv

\

3.

80.5 38.1

16,

10 feet
e S

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SS Ferritic Stainless Steel (1.4016)

SS 802 GT K750 190,5 6,20 7000 Plate 3,1 Rubber 3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10040107 SSE 805 GTK750 190,5 6,20 9000 Plate 3,1 Rubber 3
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8157 GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 15 7 GT Catena rettilinea
Straight running chain / Geradegéngige Schanierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 130 mm

(o]
-
(o]

10 feet
3.048m O’I\'
80 links pg. 87-97/110 | pg. 525->528

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

SSE 8157 GT K750 190,5 6,00 10000 Plate 3,1 Rubber 3

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8811 TAB GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8811 TAB GT iz
Sideflexing chain / Kurvengéngige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm |

16.3

i 3 A
Tab System

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10150102 SSE 8811 TAB GT K325 82,5 500 3,20 Plate 3.1
6000 '
10150107 SSE 8811 TAB GT K750 190,5 610 5,70 Rubber 3

Movex




881 M GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 1 M GT Catena curvilinea
Sideflexing chain / Kurvengingige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 80 mm |

A (mm)

_ T 3 A
G

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10090102 SSE 881 M GT K325 82,5 2,80 Plate 3,1
6000 '
10090107 SSE 881 M GT K750 190,5 5,00 Rubber 3

Movex
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8857 M GT

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

8 8 5 7 M GT Catena curvilinea
Sideflexing chain / Kurvengingige Scharnierbandkette

Pins: Martensitic 1.4057 | Backflex radius min.: 70 mm |

, o N e
Magnetic System

A (Plate Width) Weight Max working Plate/Rubber Thickness
mm kg/m load (N) mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10190107 SSE 8857 M GTK750 190,5 750 5,70 0,3 10000 Plate 3,1 Rubber 3

Movex




1874 TAB

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

1 8 74 TA B Catena curvilinea
Sideflexing chain / Kurvengéngige Scharnierbandkette

Backflex radius min.: 260 mm |

211.9
£ NI TIo ofle olle ST
< g

o

10feet SPROCKET e
Tab Syst 3.048m ASA 60 %
a stem ) Standard on 3
Standard lenght roller chain: 160 Pitches y market

A (Plate Width) Weight Max working Plate Thickness
mm kg/m load (N) mm

Austenitic Stainless Steel

SS 1874 TAB K325 82,5 381 4,20 0,5
SS 1874 TAB K450 114,3 381 4,80 0,5
4500 il
10220206 SS 1874 TAB K600 152,4 457 5,70 0,5
10220207 SS 1874 TAB K750 190,5 610 6,40 0,5

Movex
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